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- Sole Manufacturers of WINDSHIELD SCUPPERS 3 


16 WARREN STREET 2 ts _ -NEW YORK 
F. A. CAMMANN BUILDERS SERVICE CO. . bo apa 
, 927-8 CENTURY BUILDING, | AI. A: FILE NO. 14 P 1 
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aA\HETHER you are the Designer or 
Owner, or the conscientious Con- 
structor, you have given serious con- 
sideration to the hazards of fire. More 
than 75% of the so-called fire damage in 





the average mercantile fire is actually caused by — 


WATER. Why not make the building WATER- 
proof? 


Another item is the tremendous weight of the 
water that the building is called upon to carry in 
case of fire. A gallon of water weighs 8 pounds. 
One stream from a hose throws 300 gallons per 
minute. Five lines of hose would throw into 
your building a weight of water equal to 6 tons 
every minute or 30 tons every five minutes. In 
addition to the weight of the merchandise on the 
floors, will the building stand it without showing 
signs of the terrific strain? 


Placed in the walls at the floor level, WIND- 


SHIELD SCUPPERS provide a quick exit, drain- 


ing all surplus water from the floors to the exterior 
of the building. They have also proven invaluable 
in cases of defective or accidental ““blowing-off”’ 
of sprinklers, bursting pipes, etc. 


_ Factories, lofts, warehouses, stores, in fact all 


types of mercantile buildings, fireproof and non- 
fireproof, have been equipped with WIND- 
SHIELD SCUPPERS to the profit of the owners. 


REDUCED INSURANCE RATES. - 
WINDSHIELD SCUPPERS meet the require- 


ments of the underwriters. When installed in 
accordance with their recommendations, insur- 
ance companies allow a reduction in insurance 
rates on both building and contents. The saving 
pays the entire cost of scuppers in a few years. 
In addition, buildings so equipped command a 
higher rental on account of the lower insurance 
afforded the tenants. 


VALUE of the WINDSHIELD. 


The ordinary old type scupper with the outside 
flap laying on the surface, unprotected, will admit 
a strong draft even when there is only a moderate 
wind blowing, and in a high wind, the flap is often 
blown open entirely. The effect upon the em- 
ployees is demoralizing and nine times out of ten 
will result in the stuffing of the scupper with 
waste material, rendering it useless and defeating 
its purpose. More heat is also required which 


means larger coal bills. The WINDSHIELD over- 


comes these objections; it positively prevents 


drafts. 


In addition it acts as a fire-retardant when 
an adjoining building is burning and when there 
is a tendency for the flames to communicate 
through the open scupper and ignite merchandis4l 





on the floor. 


(See ‘ ‘Kidder’s Handbook,” 17th edition, page 
767; also Crosby, Fiske & Foster on fire protec- 
tion, 6th edition, page | 58.) 


~ QUALITY. 


All WINDSHIELD SCUPPERS are cast in one 
piece, with no parts to become separated, lost or 
broken. They are made of best grade, high silicon 
iron (not brittle, stove-plate iron) 3%” to 
4” thick; no less. We recommend a scupper 
3” thick on account of greater strength and free- 
dom from breakage by careless handling, but . 
manufacture a 14” scupper where economy is 
necessary. 


The exterior weather valve is of bronze and is * 
hung on a brass hinge pin to prevent corrosion; — 
it is so constructed that it can not be rendered in- 
operative by any foreign substance. It is hung 
inside of the housing, protecting the hinge against 
ice and can not blow open as is the case with the 
old-style unprotected flap that lies on the surface 
of the scupper. The Windshield is also hung on 
brass pivots insuring ease of operation. 





APPEARANCE. 


WINDSHIELD SCUPPERS, having no un- 
sightly hood on the exterior, harmonize with the 
architecture of the building. When located 
symmetrically, they provide a relief and aid the 
architectural scheme. The polished wind shield 
at the floor level gives the base a finished 


appearance. 





DETAIL 
STANDARD TYPES 
— WIADSHIELD /CVPPERL 





Jpecial ‘yper have same 
dimensions at inlet and 
outlet. 
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SPECIFICATION: 








Provide and install in walle where shown on eh WINDSHIELD SCUPPERS, Type 
one piece, equipped with windshield and with bronze exterior 
manufactured by 


Pecan ae ), cast in 


weather valve hung on bronze or brass 


hinge pins, 


WINDSHIELD SCUPPER COMPANY, 16 Warren Street, New York, N. Y. 


STANDARD TYPES 
S, K and L 


With these types the Windshield is in full view, accessible and can be replaced if necessary. One piece 
casting with Brass or Galvanized Windshield at inlet and Bronze Weather Valve at L outlet, both hung on brass 
it. pins. 


SIZE WALL 








f brass hinge pin. 


One piece casting with portable, reinforced Grating at inlet and Bronze W eather Valve at outlet, hung on 
Type “E” has Copper Windshield as shown. 





LIST PRICES 


TYPE “S” 


Heavy %” Casting, 
Polished Brass Windshield 


$7.25 
7.40 
7.70 
7.95 
8.30 
9:35 
9.65 
9.80 
10.50 
11.90 


TYPE “K” 
Heavy 3%" Casting, 








Galvanized Windshield 


$6.25 
6.40 
6.70 
6.95 
7.30 
8.35 
8.65 
8.80 
9.50 


SPECIAL TYPES 
E, A and M 











LIST PRICES 
TYPE uk ahd TYPE LY Nee 
SIZE WALL. 4” Casting, Heavy 3%” Casting, 
Copper Windshield No Windshield 
6". 7" $3.65 $4.60 
87-9" 3595 4.95 
10”-11” 4.20 5.35 
12-13" 4.55 5.50 
14”-15” 4.90 5.75 
16”-17” 5.35 6.60 
18”-19” 5.55 6.75 
20"-21” 6.05 7.00 
22”-24" 7.25 














Prices of longer sizes on request. 








TYPE bd Bat 
5/16” Casting, 


Galvanized Windshield 


TYPE ayy’ 
\4” Casting, 
No Windshield 





PARTIAL LIST OF INSTALLATIONS = 


We will be glad to name others in your locality upon request. 





TYPE ‘“S” 
General Blectric Co... sos sce oe Sees os Indianapolis, Ind. 
Westinghouse El. & Mfg. Co.. .Pittsburgh, Pa., Cincinnati, Ohio 
New York Edison Co.....5.¢cccecsscous ...New York City 


‘American Can Company...... Cincinnati, Ohio, San Francisco 


L. E. Waterman & Co. (Fountain Pens) . .Newark, New Jersey 
Terminal Refrigerating & Warehousing Co... Washington, D. C. 


*Belknap Hardware & Mfg. Co........... ... Louisville, Ky. 
Parke sDavisy Pg COs ils kiesielcivale Riot wd Detroit, Michigan 
Albany Hardware & Iron Co............. Albany, New York 
Pacific Mills (Cotton Goods)....... Spartanburg, So. Carolina 
Garment Centre Building.................. New York City 
TYPE “Kk” 
Standard Oil Co......... LORNA Ora Long Island City, N. Y. 
Ruielican Safety: Razor Cos se: scis.s.06 see's Brooklyn, New York 
Lord tesa ylotc ho anes eo kooks eek Me eek New York, N. Y. 
Packard Mators Gaciicien cnet « tinal terss «...+Chicago, Illinois 
Austin, Nichols; €). Cox. oo. 0s o's edicts ss New York, N. Y. 
General Electric Co... .......6....05- Harrison, New Jersey 
Merchants Terminal Warehouse......... New Bedford, Mass. 
National: Casket ‘Coss sive. 6s «sia bse .+-Brooklyn, New York 
CInaei EP DTORE CON oes Sitios psa ae .. «Newark, New Jersey 
B. & O. R. R. Warehouse........ Philadelphia and Pittsburgh 
Naumkeag Cotton Mills......... : Wise aera hice Salem, Mass. 
American: Optical-Co.. 61... ic. 05s e eee Southbridge, Mass. 
Erie Lithographing & Printing Co................. Erie, Pa. 
A. & P. Tea Company Warehouses........ Detroit, Michigan 
Scranton abevear a ccc eeae bee Kee Scranton, Pa. 
Mallory Hat Co..... ae a oe a ee Danbury, Conn. 
Underwood Typewriter Co............ a : ..New York, N. Y. 
Fall River Bleacheries. ALS aa Ree ah bec ays ‘6 Fall River, Mass. 
A. J. Reach Manuf. Co. (Sporting Goods) . .. . Philadelphia, Pa. 
inser lomery Malls otcrsccoetsua, setla hooker Wharton, New Jersey 
Newport Chemical Co... 6g 040 ae es Passaic, New Jersey © 
Utica Steam & Cotton Co... ...5.3.5...... Utica, New York 
Fisher Body Company’: seo Goons sof Si tetiechee Detroit, Michigan 
Standard Sanitary Manuf. Co. ae 
(Plumbing Fixtures) 2.0.0.0... 5.023% Baltimore, Md. 
HC Gouman Co. soc) ea 8 ; AST ee Columbus, Ohio 
Old Town Woolen Co........ Se Ree ee ; .- -Old Town, Me. 
Melville Woolen Mills......... paeiires\ 33 Sykesville, Md. 
iBbevhard Faber_Co.r (Pencils) v.35 sce ates. Brooklyn, N. Ye: 





TYPE sey 9? 
Westinghouse Lamp Works........ ...-Belleville, New Jersey 
Studebaker Buildings ....... ....South Bend, Ind. and Detroit 
Victor Talking Machine Co............. Camden, New Jersey 
Iriternntional’ Shoe Cov. s 5 ake ee ea St. Louis, Mo. 
Simmons Bed Co............ Beal ahacets geome Richmond, Va. 
Real Silk Hosiery: Canec.6o ses oe ee Indianapolis, Ind. 
I. Miller Shoe Company............ Long Island City, N. Y. 
Hamilton Rubber Manufacturing Co...... Trenton, New Jersey 
Liggett & Myers Tobacco Co........... Huntington, W. Va. 
B. F. Johnson Publishing Co..... La aBeeE, «aha eR ee Richmond, Va. 
Dennison Manufac. Co. (Tags and Labels)... .Marlboro, Mass. 
Continental: CansGocctriy.-< oie enc eee SR WAS Jersey City, N. J. 
Wortendyke Manufacturing Co.............. Richmond, Va. 
Insley Manufacturing Co.................- Indianapolis, Ind. 
Gerst Brothers Manufacturing Co............. St. Louis, Mo. 
CélluloidsCos. 232 28 scan ives ee eer Newark, New Jersey 
Forbes Lithographing & Manufacturing Co......Boston, Mass. 
Otis Elevator Congress ees ioeietins bee Harrison, New Jersey 
Golden Rule Warehouse Co................. St. Paul, Minn. 
Northern: Furniture Co¢ cos ieee en Sheboygan, Wis. 
Appleton Coated Paper Co..............4-: Appleton, Wis. 
American News Co.......... »...New York and Albany, N. e 
TYPE “FE” 
General Cigar Coie ig halon video ae eee Luzerne, Pa. 
Auto Strop Safety Razor Co............ Newark, New Jersey 
American Stove Co.............. ..Long Island City, N. Y. 
Brambach Puano-Co.i< cote-aceisk cis vee New York City, a 
E. R. Squibb & Sons (Drugs).......... Brooklyn, New York 
TYPE “A” 
New York Telephone Co.............. New York City, N. Y. 
Merchants Refrigerator Co............ New York City, N.Y. 
Eastinan Kodak Co.) is...) eis le ek Rochester, New York 
Reading: Hardware Co. ccls caie ot nn ees Reading, Pa. 
Endicott Johnson Co. (Shoes) . .Endicott, New York, Jersey City 
Sanitary Grocery Warehouse............. Washington, D. C. 
Cooper Dry Goode Cons joss oe hee Los Angeles, Calif. 
Colgate & Company............... Jersey City, New Jersey 
TYPE “M” 
Kreale 6c) Can Anlea)n ote alse ee Brooklyn, New York 
Foreman & Clark Manufac. Co. (Clothing) . - Watervliet, N. Y. 
Allentown Spinning Co... 222. fio Allentown, Pa. 
Brandes Manufac. Co. (Radio Apparatus)......Newark, N. aye 
*Building illustrated on front cover. OQ 





IT’S THE SCUPPER THAT ‘“SCUPS” 


F. A. CAMMANN BUILDERS SERVICE CO, 


927-8 CENTURY BUILDING, 


Form 33—5M—1-25 


ST. LOUIS, MQ, 


























WINDSHIELD SCUPPER COMPANY 


Windshield Scuppers and Concrete Inserts 


16 Warren Street, NEW YORK, N. Y. 
SALES REPRESENTATIVES IN PRINCIPAL CITIES 


WINDSHIELD SCUPPERS 


Purpose and Advantages of Windshield Scuppers 

To provide a quick escape for excess water on floors in case 
of fire, accidental discharge of sprinklers, bursting pipes, etc., 
reducing water damage. They are also used in film vaults and 
for overflows at roof parapets. 

Underwriters’ Laboratories have tested and listed these Wind- 
shield Scuppers under Re-examination Service. Insurance rates 
are favorably affected by their use. Also approved by Factory 
Mutual Laboratories. 

All Windshield Scuppers are cast in one piece, insuring 
proper setting in the same condition as when they leave the 
factory. Each is provided with a drip under the outlet to pre- 
vent staining face of building. Both the brass windshield and 
bronze exterior weather valve are provided with seats to per- 
mit a draftproof fit without binding; hinge pins and bushings 
are of bronze or brass. 

Windshield Scuppers are made of varying depths for all 
usual wall thicknesses. 

One scupper should be provided for each 500 sq. ft. of floor 
area if building is sprinklered, otherwise one for each 1000 sq. ft. 


Types 

Windshield Scuppers are made in the three types illustrated, 
as follows: 

Extra Heavy Type “SG”—One piece %6-in. cast iron body, 
bronze exterior weather valve, brass windshield at entrance, 
4x4-in. clear outlet, 4x12-in. clear inlet, removable grating. 

Where interior finish is to be considered, this type can be 
furnished with polished and lacquered brass windshield or with- 
out vertical bars at inlet. 

It is 50% heavier.than ordinary scuppers. The windshield is 
hung directly at the inlet, where it is readily subject to inspec- 
tion and can be renewed with ease during the life of the build- 
ing. In case of fire in an adjacent building, the windshield acts 
as a fire retardant, as it is sufficiently spaced from the outer 
valve to act as a damper when the exterior valve has melted 
or fused without itself being exposed to the extreme heat. 


ETHOD OF HANGING 


/ALVE INSUR, fellate 


ES 
CCURACY OF FIT . wa “i 


UNDERWRITERS APPROVED 
E=——— REMOVABLE GRATE 
WEATHER VALVE _ (PROJECTIONS PREVENT BLOCKING) 


RE VENTS STAINING 


bee ¢ om SITIVE CLEARANCE 
BODY CAST IN . ze FOR WINDSHIELD 


VIEW OF GRATE FROM 
INSIDE = SHOWING METHOD 
OF ING WINDSHTE! 





Extra Heavy Type “SG” Showing How Windshield Can Be Removed 


Type “E”—One piece 4-in. cast iron body, bronze exterior 


weather valve, brass windshield in throat, 4x4-in. clear outlet, 
4x12-in. clear inlet removable grating. _ : : 
This type may be had without windshield at a slight saving. 


Type “Ep” 





Type “W”—One piece %4-in. cast iron body, bronze weather 
valve, brass windshield in throat, 4x4-in. clear outlet, 7x12-in. 
clear inlet, removable grating. 

May be had without windshield at a slight saving. 

This type is manufactured especially for wood floors on 
concrete. It is similar in construction to the type “E,” 
except that entrance of the scupper is flared allowing a clear 
inlet 4x12 in. after 
wood flooring is laid 
and still providing 
drainage for any water “saute 
that might seep 
through the 
wood. 







WALL 


~ ONE-PIECE CASTING 






Dep 
Boevents seceace Freon yt” 
STAINING FACE OF BUNOING 


Type “W” for Wood Floor on Concrete 


Specifications 

Windshield Scuppers as made by the WuNpsHIELD 
Scuprer Company of 16 Warren Street, New York 
N. Y., shall be installed wherever scuppers are indicated 
on drawings. The type of the scupper shall be (specify 
type with stipulation regarding any optional features 
above described under “Types’’). 

Scuppers shall be of the peepee depth to suit wall 
thickness in all cases. They shall be thoroughly bedded 
in mortar on all surfaces in the wall. here plastered 
walls occur the cast iron box shall be set flush with the 
plaster so that only the grating will project beyond the 
plaster line. 


Some Well Known Users 


American Can Company 

J. C. Penney Company 
Standard Oil Company 
Baltimore & Ohio R. R. Co. 
Fisher Body Corp. 

Real Silk Hosiery Co. 
Cooper Dry Goods Co. 


International Shoe Co. 
General Electric Co.. 
Studebaker Buildings 

Victor Talking Machine Co. 
Packard Motor Co. 

Otis Elevator Co. 


Westinghouse Electric & Mfg. Co. os 


Montreal Rail & Water Terminal 
New York Central R. R. Co. 
Port of N. Y. Inland Terminal 
Pacific Bell Telephone Co, 
Starrett-Lehigh Industrial Bldg. 


L. & W. Railroad Co. 


Liggett & Myers Tobacco Co. 
R. Donnelley & Sons 7 


Sears Roebuck & Co. 

Canadian Rail & Harbor Terminal 
Eli Lilly Company 

Southern Bell Tel. & Tel. Co. 

R. H. Macy & Company 

American Optical Co. 





“SARGENT” CONCRETE INSERTS 


For attaching machinery, shafting, pipes, 
sprinklers, fixtures, elevator guides, etc., obviat- 
ing expensive drilling into hardened concrete. 

Made of malleable iron, combining strength 
and durability. Tested to withstand, with factor 
of safety, the safe load of bolt of size for which 
designed. Either head or nut will fit insert. 
Permits lateral adjustment. 

















Number Bolt size, in. Height, in. 
ae es 
L-12 y% 275 
L-58 56 2 
+ ” 
Sargent iat % 345 
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These desirable features — 


| It’s the 


- WATER 


that causes 


1. The Windshield eliminates any rea- 
son for stuffing; it prevents drafts 
and saves heat. 





2. All Windshield Scuppers are Cast in 
One-Piece, insuring proper installa- 


tion. 


INSIDE - SHOWING METHOD 
OF ATTACHING WINDSHIELD 


FOR WINDSHIELD 
VIEW OF GRATE FROM — 


3. Underwriters’ Type Anti-Blocking 
Grate prevents obstruction. 


POSITIVE CLEARANCE 
— 


4. All valves have seats at sides, without 
which they would not be air-tight. 


the loss — 


Galvanized Windshield 


5. Drip at outlet prevents seepage from 


staining building. 
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“K-G’’) WINDSHIELD SCUPPERS 


“KG” 


6. 50% heavier to insure freedom from 
damage in careless handling. 


7. Windshield CAN BE RENEWED. 


8. Windshield directly at entrance would 
be noticed immediately if damaged or 
clogged, readily subject to inspection. 


Polished Brass Windshield. 


STANDARD TYPE (“S-G”~ or 
BODY CAST IN 
ONE PIECE 


“3G” 


— are to be found only in 


Windshield Scuppers 


Specify: 


— loss of Materials 


— loss of Production 


METHOD OF HANGING 


VALVE INSURES 
ACCURACY OF FIT 
_ ~CAST BRONZE 

_ WEATHER VALVE 


_DRIP PREVENTS STAINING 


as manufactured by 


WINDSHIELD SCUPPER CO. 
16 WARREN STREET 
NEW YORK, N. Y. 
r A. GaltWANN BUILDERS SERVICE OU 


7-@.CENTURY BUILDING, — | 
ST LOUIS MNO 


— loss of Profit 


BRONZE 
_ BUSHING - 





FACTORY REPRESENTATIVE 
F., A. Cammann Builders Service Co. 
_ Seite 927-8 Gontury Bldg, - Qo“ Mo, 





PHONE CH. 


5M-9-26 








| Newark Evening New | AA FILE NO. 14 D1 
‘Wlark Thread, 7 And to think ALWAYS READY 
| Has $15,000 Fire | that they had FOR DUTY 
Batty Morning’ Blaze Dirwwal to bale it out 
by the bucketful 
—in this second 


quarter of the 






































Many Iingines to East 


Newark Plant 


i PA ORR ea aT EAN 


kmployees Temporarily Out) , 








1 

The fire siren on the Clark Thread, 
/Company plant .in East Newark|/ 
jshrieked its alarm at 0 10 o'clock this 
}merning for a fire in its own plant. 
{Residents of the vicinity awakened to 
.{see dense clouds of smoke rolling up}! 
from the place and many pieces of fire 
fighting apparatus clanging their way|| 
to the scene | 

The entire East Newark department,/| } 
i Fire Companies 2, 4 and 23 and Truck|{} 
/ | Company 2 of this city and the fire-!|. 
boat Newarker answered the call. 
Three engine companies and a truck 
company from Harrison responded to}|: 
.{& call from Fire Chief Snuth of East! 
Newark The firemen had the blaze; ' | 
‘{ under control quickly and backs taps 
was sounded at 7:40 o'clock Fire and!-: 
cl. Water damage was estimated at $15,000.,' a 
: Four hundred employees of the No. 3 
‘| Mill, where the fire occurred, are tem- 
‘porarily out of employment as a result! 
| ot the fire é | 
The cause of the blaze has not been 
;| determined but it is believed to have 

started in a cottol machine on the 
ifourth floor of the five-story building. Al 
‘| Most of the water damiage was caused,|! ** 
“firemen say. by the company's own|| / 
{ sprinkler system Set off by the heat, 
‘it flooded the fourth floor to a depth 
of two feet. It seeped through to the 
floors beneath, saturating machinery 
and textile materials Water wgs baled 
‘lout the windows with buckets. 
3 The estinjate of $15.000 was placed 
“upon the damage by Chief Smith. 
YWilliam H. Loftus, superintendent ot 
“j#ne plant, said he thought the dame 
age might be less if the-catton textiles 
damaged by water could ‘be dried out, 
-;and rendered fit far: use. 4 
‘ . RN on 
| N.B. It is unfa te ‘that, this fie occurred in Mill 
#3 as their mor Bodern buildings are equipped with 

Windshield Scuppers. 
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It might happen 


There are many 


. to YOU reasons why 


Oy 
© ey 


Standard Type 
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; Protect yourself Windshield Scuppers 
| with are BEST 
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Windshiel@Scuppers eo 
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